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Rated voltage(V) 72    System efficiency 92%

 Max output    
current(A)

250    Protection Grade IP55

Peak power(KW) 6 Rated power(KW) 3

Peak Torque(Nm) 60 Max speed(rpm) 5200

GVW: 650Kg

Range: 140Km

Economical speed:  50Km/h

Battery type:  LFP

Battery capacity: 10.78Kwh

3KW72V Electric drive system
TZ145 3.0+AE2215 3.0 Air cooling

Technical Parameter

Performance Calculating

Complete Vehicle Parameter

GVW

(Kg)

Tire 

diameter

(m)

Total 

ratio

Max 

speed

(Km/h)

Max

speed

power

(Kw)

Max 

motor

speed

(RPM)

Max 

climbing

(%)

 Climbing

speed

(Km/h)

Climbing 

power

(Kw)

Climbing 

torque

(Nm)

300 0.56 8 60 4.19 4547 25 20 4.83 30.43
500 0.59 10 50 3.32 4573 20 15 4.9 34.08
800 0.6 12 45 3.51 4774 16 13 5.56 38.49
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Rated voltage(V) 60    System efficiency 92%

 Max output    
current(A)

300    Protection Grade IP55

Peak power(KW) 10 Rated power(KW) 5

Peak Torque(Nm) 80 Max speed(rpm) 5000

5KW60V Electric drive system
TZ145 5.0+AE2215 5.0 Air cooling

Technical Parameter Complete Vehicle Parameter

Performance Calculating

GVW

(Kg)

Tire 

diameter

(m)

Total 

ratio

Max 

speed

(Km/h)

Max

speed

power

(Kw)

Max 

motor

speed

(RPM)

Max 

climbing

(%)

 Climbing

speed

(Km/h)

Climbing 

power

(Kw)

Climbing 

torque

(Nm)

500 0.56 8 60 4.21 4547 25 20 7.95 50.07
800 0.59 10 50 3.83 4573 20 17 8.85 54.32

1200 0.6 12 45 4.31 4774 20 10 7.77 69.92

GVW: 800Kg

Range: 200Km

Economical speed: 30Km/h

Battery type:  LFP

Battery capacity: 12Kwh
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Rated voltage(V) 72    System efficiency 93%

 Gear ratio 2.46    Protection Grade IP67

Peak power(KW) 10 Rated power(KW) 5

Peak Torque(Nm) 50 Max speed(rpm) 6000

5KW72V Electric drive system
159 Series Air cooling

Technical Parameter Complete Vehicle Parameter

GVW: 200Kg

Range: 90Km

Economical speed:  50Km/h

Battery type:  LFP

Battery capacity: 2.88Kwh

GVW

(Kg)

Tire 

diameter

(m)

Total 

ratio

Max 

speed

(Km/h)

Max

speed

power

(Kw)

Max 

motor

speed

(RPM)

Max 

climbing

(%)

 Climbing

speed

(Km/h)

Climbing 

power

(Kw)

Climbing 

torque

(Nm)

150 0.66 7.4 90 7.32 5353 36 30 5.08 27.17
200 0.66 7.4 90 7.62 5353 36 30 6.69 35.81
200 0.66 9.8 75 4.7 5907 45 30 7.98 32.25

Performance Calculating
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Rated voltage(V) 48    System efficiency 92%

 Max output    
current(A)

500    Protection Grade IP65

Peak power(KW) 15 Rated power(KW) 7.5

Peak Torque(Nm) 113 Max speed(rpm) 6000

7.5KW48V Electric drive system
TZ180X1+V-C0750 Air cooling

Technical Parameter Complete Vehicle Parameter

GVW

(Kg)

Tire 

diameter

(m)

Total 

ratio

Max 

speed

(Km/h)

Max

speed

power

(Kw)

Max 

motor

speed

(RPM)

Max 

climbing

(%)

 Climbing

speed

(Km/h)

Climbing 

power

(Kw)

Climbing 

torque

(Nm)

800 0.6 6.71 80 10.63 4746 25 20 12.68 102.05
1000 0.6 10.5 60 6.52 5570 25 15 11.84 81.17
1200 0.6 10.5 60 7.3 5570 20 15 11.68 80.09

Performance Calculating

GVW: 1000Kg

Range: 120Km

Economical speed: 45Km/h

Battery type:  LFP

Battery capacity: 10.08Kwh
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Rated voltage(V) 72    System efficiency 92%

 Max output    
current(A)

440    Protection Grade IP67

Peak power(KW) 20 Rated power(KW) 10

Peak Torque(Nm) 105 Max speed(rpm) 7000

10KW72V Electric drive system
SMAB10+MMCA20 Air cooling

Technical Parameter Complete Vehicle Parameter

GVW

(Kg)

Tire 

diameter

(m)

Total 

ratio

Max 

speed

(Km/h)

Max

speed

power

(Kw)

Max 

motor

speed

(RPM)

Max 

climbing

(%)

 Climbing

speed

(Km/h)

Climbing 

power

(Kw)

Climbing 

torque

(Nm)

800 0.6 6 100 17.97 5305 20 20 10.44 93.99
1200 0.6 8 80 12.8 5658 18 20 14.24 96.15
1400 0.6 10 65 9.32 5747 20 20 18.2 98.29

Performance Calculating

GVW: 1200Kg

Range: 130Km

Economical speed: 50Km/h

Battery type:  LFP

Battery capacity: 15.12Kwh
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Rated Voltage(V) 96 System Efficiency 95%

  Max Output Current
              (A)

660 Protection Grade IP67

    Peak Power （KW）    30     Rated Power(KW)     15

     Peak Torque(Nm)   150     Peak Speed(rpm   6500

15KW96V Electric Drive System
TZ180X2 96+V-E1066N Air cooling

Technical Parameter Complete Vehicle Parameter

GVW

(Kg)

Tire 

diameter

(m)

Total 

ratio

Max 

speed

(Km/h)

Max

speed

power

(Kw)

Max 

motor

speed

(RPM)

Max 

climbing

(%)

 Climbing

speed

(Km/h)

Climbing 

power

(Kw)

Climbing 

torque

(Nm)

1000 0.6 6.71 100 19.4 5932 25 20 15.83 127.37
1300 0.6 8.84 80 13.35 6252 25 20 20.54 125.05
1600 0.6 10.5 65 10.17 6034 20 20 20.79 106.91

Performance Calculating

GVW: 1300Kg

Range: 110Km

Economical speed: 60Km/h

Battery type:  LFP

Battery capacity: 14.4Kwh
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Rated Voltage(V) 96 System Efficiency 95%

Max Output Current
              (A)

660 Protection Grade IP67

Peak Power(KW) 40 Rated Power(KW) 20

       Peak Torque(Nm)   210        Peak Speed(rpm)  6500

20KW96V Electric Drive System
TZ210XS1-96+V-E1066W Liquid cooling

Technical Parameter Complete Vehicle Parameter

GVW

(Kg)

Tire 

diameter

(m)

Total 

ratio

Max 

speed

(Km/h)

Max

speed

power

(Kw)

Max 

motor

speed

(RPM)

Max 

climbing

(%)

 Climbing

speed

(Km/h)

Climbing 

power

(Kw)

Climbing 

torque

(Nm)

1200 0.62 6.71 110 25.96 6315 30 30 33.5 185.71
1500 0.64 8.84 85 16.31 6228 30 20 27.74 180.73
1800 0.65 10.5 70 12.56 5998 30 20 33.26 185.33

Performance Calculating

GVW: 1500Kg

Range: 140Km

Economical speed: 60Km/h

Battery type:  LFP

Battery capacity: 20.16Kwh
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Rated Voltage(V) 144 System Efficiency 95%

Max Output Current
              (A)

550 Protection Grade IP67

Peak Power(KW) 45 Rated Power(KW) 25

       Peak Torque(Nm)   210        Peak Speed(rpm)   6500

25KW144V Electric Drive System
TZ210XS1-144+V-E1455W Liquid cooling

Technical Parameter Complete Vehicle Parameter

GVW

(Kg)

Tire 

diameter

(m)

Total 

ratio

Max 

speed

(Km/h)

Max

speed

power

(Kw)

Max 

motor

speed

(RPM)

Max 

climbing

(%)

 Climbing

speed

(Km/h)

Climbing 

power

(Kw)

Climbing 

torque

(Nm)

1200 0.68 6.71 120 31.95 6281 30 35 39.22 204.41
1600 0.62 8.84 80 14.98 6051 33 25 40.17 202.87
2000 0.65 10.5 70 13.49 5998 30 20 36.95 205.86

Performance Calculating

GVW: 1600Kg

Range: 140Km

Economical speed: 60Km/h

Battery type:  LFP

Battery capacity: 21.6Kwh
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Rated Voltage 336 System Efficiency 95%

Max Output Current
              (A)

400 Protection Grade IP67

Peak Power(KW) 60 Rated Power(KW) 32

Peak Torque(Nm) 220 Peak Speed(rpm) 9000

32KW336V Electric Drive System
    LS32 2in1 Integrated Liquid cooling

Technical Parameter Complete Vehicle Parameter

GVW

(Kg)

Tire 

diameter

(m)

Total 

ratio

Max 

speed

(Km/h)

Max

speed

power

(Kw)

Max 

motor

speed

(RPM)

Max 

climbing

(%)

 Climbing

speed

(Km/h)

Climbing 

power

(Kw)

Climbing 

torque

(Nm)

1500 0.62 6.71 140 54.85 8038 28 40 51.36 213.54
2000 0.66 10.5 100 28.29 8439 30 30 55.66 209.9
2800 0.62 12.5 80 22.4 8556 25 25 55.27 197.37

Performance Calculating

GVW: 2000Kg

Range: 160Km

Economical speed: 60Km/h

Battery type:  LFP

Battery capacity: 30.24Kwh
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Rated Voltage(V) 144 System Efficiency 95%

Max Output Current
              (A)

550 Protection Grade IP67

Peak Power(KW) 65 Rated Power(KW) 40

       Peak Torque(Nm)   252        Peak Speed(rpm)   6500

40KW65V Electric Drive System
TZ210XS2-144+V-E1455W Liquid cooling

Technical Parameter Complete Vehicle Parameter

GVW

(Kg)

Tire 

diameter

(m)

Total 

ratio

Max 

speed

(Km/h)

Max

speed

power

(Kw)

Max 

motor

speed

(RPM)

Max 

climbing

(%)

 Climbing

speed

(Km/h)

Climbing 

power

(Kw)

Climbing 

torque

(Nm)

1500 0.68 6.71 120 37.67 6281 28 30 39.44 239.8
2000 0.68 8.84 90 22.76 6207 28 30 52.46 242.11
2800 0.66 12.5 60 13.88 6028 30 20 51.7 245.7

Performance Calculating

GVW: 2000Kg

Range: 160Km

Economical speed: 60Km/h

Battery type:  LFP

Battery capacity: 30.24Kwh
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Rated Voltage(V) 360 System Efficiency 95%

        Gear Ratio 12.57 Protection Grade IP67

Peak Power(KW) 100 Rated Power(KW) 50

       Peak Torque(Nm)   200        Peak Speed(rpm)   16000

50KW360V Electric Drive System
EQ100 3in1 Integrated Liquid cooling

Technical Parameter Complete Vehicle Parameter

GVW

(Kg)

Tire 

diameter

(m)

Total 

ratio

Max 

speed

(Km/h)

Max

speed

power

(Kw)

Max 

motor

speed

(RPM)

Max 

climbing

(%)

 Climbing

speed

(Km/h)

Climbing 

power

(Kw)

Climbing 

torque

(Nm)

1500 0.66 12.57 155 70.93 15660 36 50 82.43 155.81
2000 0.66 12.57 155 83.71 15660 30 45 84.35 177.16
2500 0.66 12.57 155 89.96 15660 25 30 59.41 187.15

Performance Calculating

GVW: 2000Kg

Range: 270Km

Economical speed: 60Km/h

Battery type:  LFP

Battery capacity: 54Kwh

GREENMOTORTECH.COM



Input Voltage（V） 540 System
Efficiency 95%

Max Output Current
（A）

400 Protection Grade IP67

Peak Power（ KW） 120
Rated Speed

（KW） 60

Peak Torque（ Nm） 1000 Peak Speed     
（rpm） 4500

50KW360V Electric Drive System
BML10B+BMC20A Liquid cooling

Technical Parameters Complete Vehicle Parameter

GVW

(Kg)

Tire 

diameter

(m)

Total 

ratio

Max 

speed

(Km/h)

Max

speed

power

(Kw)

Max 

motor

speed

(RPM)

Max 

climbing

(%)

 Climbing

speed

(Km/h)

Climbing 

power

(Kw)

Climbing 

torque

(Nm)

3500 0.66 4.8 110 49.11 4244 35 20 73.67 911.64
4500 0.7 4.8 120 67.61 4365 25 30 106.59 932.68
7000 0.76 6 105 71.33 4397 18 25 103.39 942.95

Performance Calculating

GVW: 7000Kg

Range: 120Km

Economical speed: 50Km/h

Battery type:  LFP

Battery capacity: 56.44Kwh

GREENMOTORTECH.COM



Input Voltage（V） 360 System
Efficiency 95%

Max Output Current
（A）

400 Protection Grade IP67

Peak Power（ KW） 100
Rated Speed

（KW） 70

Peak Torque（ Nm） 700 Peak Speed     
（rpm） 5000

70KW360V Electric Drive System
BMLA70+BMC20A Liquid cooling

Technical Parameters Complete Vehicle Parameter

GVW

(Kg)

Tire 

diameter

(m)

Total 

ratio

Max 

speed

(Km/h)

Max

speed

power

(Kw)

Max 

motor

speed

(RPM)

Max 

climbing

(%)

 Climbing

speed

(Km/h)

Climbing 

power

(Kw)

Climbing 

torque

(Nm)

3000 0.68 4.875 120 54.15 4562 30 25 69.34 696.56
4500 0.7 4.875 120 67.61 4432 18 35 93.51 690.67
5600 0.74 6.3 100 55.73 4516 18 25 82.76 699.95

Performance Calculating

GVW: 4500Kg

Range: 160Km

Economical speed: 50Km/h

Battery type:  LFP

Battery capacity: 53.76Kwh

GREENMOTORTECH.COM



Input Voltage（V） 540 System
Efficiency 95%

Max Output Current
（A）

550
Production      

Grade IP67

Peak Power（ KW） 150
Rated Power

（KW） 80

Peak Torque（ Nm） 1200 Peak Speed     
（rpm） 4000

80KW540V Electric Drive System
BML12A+BMC30A Liquid cooling

Technical Parameters Complete Vehicle Parameter

GVW

(Kg)

Tire 

diameter

(m)

Total 

ratio

Max 

speed

(Km/h)

Max

speed

power

(Kw)

Max 

motor

speed

(RPM)

Max 

climbing

(%)

 Climbing

speed

(Km/h)

Climbing 

power

(Kw)

Climbing 

torque

(Nm)

5500 0.7 4.5 110 71.56 3751 20 35 125.35 1002.7
7000 0.76 4.8 110 83.62 3685 18 30 124.33 1181.1
9000 0.76 6.5 85 65.28 3856 18 25 132.94 1119.1

Performance Calculating

GVW: 8600Kg

Range: 240Km

Economical speed: 50Km/h

Battery type:  LFP

Battery capacity: 145Kwh

GREENMOTORTECH.COM



Input Voltage（V） 540 System
Efficiency 95.5%

Max Output Current
（A）

550 Protection Grade IP67

Peak Power（ KW） 160
Rated Power

（KW） 80

Peak Torque（ Nm） 1800 Peak Speed     
（rpm） 3500

80KW540V Electric Drive System
BML18A+IMC26A Liquid cooling

Technical Parameters Complete Vehicle Parameter

GVW

(Kg)

Tire 

diameter

(m)

Total 

ratio

Max 

speed

(Km/h)

Max

speed

power

(Kw)

Max 

motor

speed

(RPM)

Max 

climbing

(%)

 Climbing

speed

(Km/h)

Climbing 

power

(Kw)

Climbing 

torque

(Nm)

7500 0.75 4.8 100 74.08 3395 25 25 147.77 1662.4
9500 0.75 6.5 75 56.51 3448 25 20 149.5 1553.7

11500 0.8 6.5 80 73.08 3448 20 20 148.88 1649.1

Performance Calculating

GVW: 9500Kg

Range: 220Km

Economical speed: 50Km/h

Battery type:  LFP

Battery capacity: 145Kwh

GREENMOTORTECH.COM



Input Voltage（V） 540 System
Efficiency 95.5%

Max Output Current
（A）

720
Protection      

Grade IP67

Peak Power（ KW） 240
Rated Power

（KW） 120

Peak Torque（ Nm） 3000 Peak Speed     
（rpm） 3200

120KW540V Electric Drive System
BML30B+IMC32A Liquid cooling

Technical Parameters Complete Vehicle Parameter

GVW

(Kg)

Tire 

diameter

(m)

Total 

ratio

Max 

speed

(Km/h)

Max

speed

power

(Kw)

Max 

motor

speed

(RPM)

Max 

climbing

(%)

 Climbing

speed

(Km/h)

Climbing 

power

(Kw)

Climbing 

torque

(Nm)

10500 0.8 4.3 110 111.75 3136 25 25 206.75 2769.5
12500 0.8 4.3 110 127.83 3136 20 25 202.38 2710.9
14500 0.8 5.5 85 97.47 3100 20 20 187.67 2456.8

Performance Calculating

GVW: 12500Kg

Range: 240Km

Economical speed: 50Km/h

Battery type:  LFP

Battery capacity: 200Kwh

GREENMOTORTECH.COM



hy Choose the Green Motor Technology (GMT)

Unbeatable engine, 10 years lifespan, 2 years warranty
Leading one-stop EV drive system solutions provider for  the world
27 years motor manufacturing, 12 years EV conversion  supply experience
800+ clients across 130+ countries

300+ customers on-site visit, 10+ years Alibaba international membership

Foshan Shunde Green Motor Technology Co., Ltd.
Add:  3rd & 4th Floor, Block 20,  Huazhi Science & Innovation Center, #28, Sanle Road,
East,  Bejiao 528311, Shunde, Foshan, Guangdong Province
Website: www.greenmotortech.com; www.greenmotortech.cn;
https:/greenmotortech.en.alibaba.com;
https:/greenmotortechev.en.alibaba.com;

W
Less cost, more mileage


